
     

 
CORNIÈRES EN ALUMINIUM À JAMBES INÉGALES 

  ALUMINUM ANGLES UNEQUAL LEGS 
Dimensions lb/pi 

Lb/ft 
Dimensions lb/pi 

lb/ft 
Dimensions lb/pi 

Lb/ft 
  Type 

A 
Type 

S 
  Type 

A 
Type 

S 
  Type 

A 
Type 

S 
1 X 1/2 X 1/8 0.205 - 2-1/2 X1-1/2 X 

3/16 
- 0.843 4 X 2 X 1/8 0.858 0.866 

1 X 3/4 X 1/8 0.237 0.241 2-1/2 X 1-1/2 X 
1/4 

- 1.097 4 X 2 X 1/4 1.716 - 

1-1/4 X 1/2 X 
1/8 

0.237 -  2-1/2 X 2 X 1/4 - 1.259 4 X 3 X 3/16 - 1.513 

1-1/4 X 1 X 1/8 - 0.317 3 X 1 X 1/8 0.568  4 X 3 X 1/4 - 1.996 
1-1/2 X 3/4 X 

1/8 
0.310 0.314 3 X 1-1/2 X 1/4 1.244 - 4 X 3 X 3/8 1.991 2.942 

   1-1/2 X 1 X 
1/16 

0.177 - 3 X 2 X 1/8 0.708 0.719 5 X 3 X 1/4 - 2.272 

1-1/2 X 1 X 1/8 0.347 0.351 3 X 2 X 3/16 - 1.062 5 X 3 X 5/16 - 2.840 
1-1/2 X 1 X 

3/16 
- 0.515 3 X 2 X 1/4 - 1.406 5 X 3 X 3/8 - 3.381 

  2 X 1 X 1/8 0.420 0.429 3 X 2 X 3/8 - 2.064 5 X 3-1/2 X  
5/16 

- 3.013 

          2 X 1 X 
3/16 

0.616 0.633 3 X 2-1/2 X 1/4 - 1.564 5 X 3-1/2 X 3/8 - 3.600 

2  X 1-1/4 X 
3/16 

- 0.690 3-1/2 X 2 X 3/8 - 2.342 6 X 3-1/2 X 
5/16 

- 3.382 

2 X 1-1/2 X 1/8 0.493 0.508 3-1/2 x 2-1/2 x 
1/4 

- 1.698 6 X 4 3/8 - 4.260 

2 X 1-1/2 X 
3/16 

- 0.734 3-1/2 X 2-1/2 x 
3/8 

- 2.503 6 x 4 x 1/2 - 5.263 

2 X 1-1/2 X 1/4 - 0.967 4 X 1-1/4 x 
3/16 

1.139 - 8 x 3 x 3/8 - 4.691 

2-1/2 X 1-1/2 X 
1/8 

0.573 0.588 4 X 1-1/2 x 1/4 - 1.120       

 


