
  

   

CORNIÈRES EN ALUMINIUM À JAMBES ÉGALES 
ALUMINUM ANGLES EQUAL LEGS 

Dimensions lb/pi 

Lb/ft 

Dimensions lb/pi 

lb/ft 

Dimensions lb/pi 

Lb/ft 

  
Type 

A 

Type 

S 

  Type 

A 

Type 

S 

  
Type 

A 

Type 

S 

1/2 X 1/2 X 
1/16 

0.068 
- 

1-1/2 X1-1/2 X 
1/8 

0.420 0.424 3 X 3 X ¼ 1.683 1.698 

1/2 X 1/2 X 
1/8 

0.128 
- 

1-1/2 X 1-1/2 
X 3/16 

0.616 0.624 3 X 3 X 5/16 - 2.101 

3/4 X 3/4 X 
1/16 

0.104 -  1-1/2 X 1-1/2X 
1/4 

0.805 0.820 3 X 3 X 3/8 - 2.503 

3/4 X 3/4 X 
1/8 

- 0.205 2 X 2 X 1/8 0.566 0.570 3 X 3 X ½ - 3.282 

3/4 X 3/4 X 
1/8 

0.201 
- 

2 X 2 X 3/16 0.835 0.843 3-1/2 X 3-1/2 
X 1/4 

1.991 1.991 

   3/4 X 3/4 X 
3/16 

- 0.296 2 X 2 X ¼ 1.097 1.113 3-1/2 X 3-1/2 
X 5/16 

2.480 2.480 

1 X 1 X 1/16 0.140 
- 

2 X 2 X 3/8 - 1.626 3-1/2 X 3-1/2 
X 3/8 

2.950 2.950 

1 X 1 X 1/8 0.274 0.278 2-1/2 X 2-1/2 
X 1/8 

0.712 0.718 4 X 4 X ¼ - 2.283 

  1 X 1 X 3/16 0.397 0.405 2-1/2 X 2-1/2 
X 3/16 

- 1.062 4 X 4 X  5/16 - 2.830 

          1 X 1 X 
1/4 

- 0.528 2-1/2 X 2-1/2 
X 1/4 

- 1.406 4 X 4 X 3/8 - 3.400 

1-1/4  X 1-1/4 
X 1/8 

0.346 0.351 2-1/2 X 2-1/2 
X 3/8 

- 2.064 4 X 4 X ½ - 4.452 

1-1/4 X 1-1/4 
X 3/16 

0.506 0.515 3 x 3 x 1/8 0.855 - 6 x 6 x 3/8 - 5.180 

1-1/4 X 1-1/4 
X 1/4 

- 0.674 3 X 3 x 3/16 - 1.281 6 x 6 x 1/2 - 6.896 

 


