
     
BARRES HEXAGONALES EN LAITON 

BRASS HEXAGONS 
(GRANDE VITESSE – À DÉCOLLETAGE RAPIDE/HIGH SPEED MACHINING) 

Dimensio
ns 

lb/pied   Dimensio
ns 

lb/pied   Dimensio
ns 

lb/pied   Dimensio
ns 

lb/pied 

1/16 0.0125   15/32 0.701   1-1/16 3.600   1-15/16 12.00 

3/32 0.0280   ½ 0.798   1-1/8 4.040   2 12.80 

1/8 0.0499   9/16 1.010   1-3/16 4.500   2-1/8 14.40 

5/32 0.0779   19/32 1.130   1-1/4 4.990   2-1/4 16.20 

3/16 0.112   5/8 1.250   1-5/16 5.500   2-3/8 18.00 

7/32 0.153   11/16 1.510   1-3/8 6.030   2-1/2 19.90 

15/64 0.175   23/32 1.650   1-7/16 6.590   2-5/8 22.00 

¼ 0.199   ¾ 1.800   1-1/2 7.180   2-3/4 24.10 

9/32 0.252   13/16 2.110   1-9/16 7.790   2-7/8 26.40 

5/16 0.312   7/8 2.440   1-5/8 8.430   3 28.70 

11/32 0.377   25/32 2.620   1-11/16 9.090   3-1/8 31.20 

3/8 0.449   15/16 2.800   1-3/4 9.770   3-1/4 33.70 

13/32 0.527   31/32 2.990   1-13/16 10.50   3-1/2 39.10 

7/16 0.611   1 3.190   1-7/8 11.20   3-3/4 44.90 
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